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BOOSTER Ring Lockout-Tagout Checklist 
Restricted Access 

 
 

LOTO Applied                        Date:__________________ 
 
 

 
RAP________________Life #____________ 

 
SWV_____________Life #______________ 

 
LOTO Removed 

 
Partial      Total     Date_________ 

 
RAP________________Life #____________ 

 
SWV______________Life #______________ 

 
LOTO items marked with an * before the MMPS. Remove LOTO from MMPS before *’d items. 
 

Energy Control Device 
or Power supply 

lock # Key # RAP 
on 

SWV 
 on 

RAP  
off 

SWV 
 off 

Verification 
Complete 

Building 930 UEB 
930 UA 10L273 930U-01     N/A 
Booster injection and 
LTB transport devices. 

Locate an injection kicker supply in rack 4617 or 4615 that has 
control power, i.e. can be put to standby in local control. 
View the six ac power indicator lights on the bottom right of 
these racks and ensure that they are ‘on’ prior to LOTO.  

Once the switch is opened, attempt local operation device 
selected above. See that  the power lights for racks 4617 and 

4615 are off. Check that racks 4617, 4615, 4613,4611,4621 and 
4607 have no power (no control lights). RETURN TO 

REMOTE WHEN TESTING IS COMPLETED. 

 

930 UB 10L241 930U-03     N/A 
LTB Transport 
supplies.  

Locate an LTB transport device in rack 
4608,4609,4814,4815,4619,4620 or 4816 that has control 
power, i.e. can be put to standby in local control. 
Open the disconnect then check that the above supply cannot be 
turned on in local control. View that all of the above racks have 
no power (no control lights). RETURN TO REMOTE WHEN 
TESTING IS COMPLETED  

930UD 10L448 930U-02     N/A 
LTBDH2-5      Prior to opening the disconnect, use the volt meters on the front 

of the power supply to determine the presence of AC input 
power (Check all three phases using the selector switch). After 

opening the disconnect re-check the meters to see that the 
voltages have gone to zero. Check for local operation. 

RETURN TO REMOTE WHEN TESTING IS COMPLETED.  
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Building 930 UEB 

930UE 10L181 930U-04     N/A 
LTBDH1 Prior to opening the disconnect, use the volt meters on the front 

of the power supply to determine the presence of AC input 
power (Check all three phases using the selector switch). After 

opening the disconnect re-check the meters to see that the 
voltages have gone to zero. Check for local operation. 

RETURN TO REMOTE WHEN TESTING IS COMPLETED  
* 930 U-G 13L176 930U-05     N/A 
Booster Bump, tune 
and extraction 
sextupole supplies. 

Prior to opening the disconnect, use the volt meters on the front 
of the b-qtrimh and b-qtrimv power supplies to determine the 
presence of AC input power (Check all three phases using the 
selector switch). After opening the disconnect re-check the 
meters to see that the voltages have gone to zero. Attempt to 
turn one of the supplies in local control. Examine the enclosures 
for B-sxr1, B-sxr2, B6 Bump, D1 Bump, C7 Bump, D4 Bump,  
E1 Bump and the D7 Bump and see that they have no power 
(no control lights). 

NOTE: BE SURE TO PUT SUPPLIES BACK IN REMOTE 
WHEN DONE. 

 

 
Building 930A 

Energy Control Device 
or Power supply 

lock # Key # RAP 
on 

SWV 
 on 

RAP  
off 

SWV 
 off 

Verification 
Complete 

LOTO the BMMPS 
using OPM 2.6.3 

Remove 
MCR 1A 
key from 
tree 

 
KIRK 
KEY 

 
 

 
 

 
 

 N/A 

    930A-A  
0400 

 
930A-01 

 
 

 
 

 
 

 N/A 

Low Field Correctors  Ensure that power lights on racks 4849-4858, 4930-4934 and 
racks 5257 and 5258are on before and off after LOTO is 

applied. 
 

V_TUNE_KICKER  
H_TUNE_KICKER   

Check that power lights are on before and off after LOTO is 
applied. 

 

bd3-sptm-ps   
rtv1 Master ps                
rth2 Master ps  
CHROM_H_PS        
CHROM_V_PS        
ACTIVE_FILTER    

SWV shall check that each of the supplies listed to the left 
cannot be operated in ‘Local’ mode. Enter a checkmark to the 

right as each supply is competed. 
 

NOTE: BE SURE TO PUT SUPPLIES BACK IN REMOTE 
WHEN DONE. 

 
930AA 10L618 930A-02     N/A 

D6 Septum 
Check D6 for Local Operation. 

RETURN SUPPLY TO REMOTE WHEN FINISHED. 
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BLDG 914 

Energy Control Device 
or Power supply 

lock # Key # RAP 
on 

SWV 
 on 

RAP  
off 

SWV 
 off 

Verification 
Complete 

914-3A 10L253 914-01     N/A 
BTA DH2-3 Prior to opening the disconnect, use the volt meters on the front 

of the power supply to determine the presence of AC input 
power (Check all three phases using the selector switch). After 

opening the disconnect re-check the meters to see that the 
voltages have gone to zero. Check for local operation. 

RETURN SUPPLY TO REMOTE WHEN FINISHED. 

 

914-3B 10796 914-02     N/A 
BTAQH2          
BTAQV5          
BTAQH6          
BTAQV7 

Prior to opening the disconnect, use the volt meters on the front 
of the power supply to determine the presence of AC input 

power (Check all three phases using the selector switch). After 
opening the disconnect re-check the meters to see that the 

voltages have gone to zero. Check for local operation. 
RETURN SUPPLY TO REMOTE WHEN FINISHED.  

 For the following four items follow instructions below: 
Prior to opening the disconnect, view voltmeters on the front of 
the power supplies to determine the presence of AC input 
power (Check all three phases using the selector switch). After 
opening the disconnect switch, re-check the meters to see that 
the voltages have gone to zero. Check for local operation. 
RETURN SUPPLY TO REMOTE WHEN FINISHED. 

 

914-1A-5-1 BTA QV1  13L600 914-03      
914-1A-5-3BTA QV3  10L692 914-08      
914-1A-5-4BTA QH4 13L615 914-09      
914-1-3-1 BTA DH1 3341 914-07      

914-1-3-3 10L268 914-05     N/A 
 
SPTMF6 

F6 controls are in the euro crate n rack 4831. Close the F6 
shorting switch only after the F6 verification is complete. 
RETURN SUPPLY TO REMOTE WHEN FINISHED. 

 

F6 shorting switch 10l390 914-06     N/A 
914-1-2a 10L496 914-04     N/A 

KDHF3 
Check F3 HV charging supply for Local Operation. 

RETURN SUPPLY TO REMOTE WHEN FINISHED.  
BTA Steerers,  
Booster Low field  

Ensure that power lights on racks 4832-4840 and racks 5289 are 
on before and off after LOTO is applied..   

*Booster Extraction 
Bumps 

Attempt Local Operation using Euro Crate controls. 
RETURN SUPPLY TO REMOTE WHEN FINISHED. 

 

 
Booster Token Box 

 
10L716 

Booster 
Token Key 

    N/A 

 

C-A-OPM 2.6.1.d  4 Revision 10 
  May 7, 2007 


	Booster Ring Lockout-Tagout Checklist Restricted Access

