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List of Alarms Requiring Immediate Main Control Room Response 
 

 
 Alarm 

 
Action Required 

 
Notifications 

 
STAR – High Level Gas 

 
“Support One” Verifies all AUTO 
functions operate, i.e. AUTO OFF. 
IR access to investigate source 

 
“Support One” and  
STAR Person in Charge 

 
STAR – Substation Ground Fault 

Find fault within 8 hours. 
Notify Department Chief E.E. after 8 
hours 

 
“Support One” and  
C-A Chief E.E. 

 
STAR – Emergency OFF Activated 

“Support One” verifies all AUTO 
functions operate.   
IR access to investigate source 

 
“Support One” and  
STAR Person in Charge 

 
STAR – Water Leak 
 

 
“Support One”  verifies AUTO 
functions operate 

 
“Support One” and  
STAR Person in Charge 

 
 

 
 

 

 
Phenix – IR High  Level  Gas 
 

“Support One” verifies AUTO 
functions operate.    Ventilate IR.   
IR access to investigate source 

“Support One” and  
Phenix Person in Charge 

 
Phenix – IR Low Level Gas 
 

 
“Support One” ventilates IR 
manually 
IR access to investigate source 

 
“Support One” and  
Phenix Person in Charge 

 
Phenix – Gas Mixing House (GMH) 
High Level Gas 
 

 
“Support One” verifies AUTO 
functions operate. 
GMH access to assess fault. 

 
“Support One” and 
Phenix Person in Charge 
 

 
Phenix – Gas Mixing House Low 
Level Gas 

 
“Support One” ventilates GMH 

 
“Support One” and 
Phenix Person in Charge 

 
Phenix – Substation Ground Fault 

 
Find Fault within 8 hours 
Notify Department Chief E.E. after 8 
hours 

 
“Support One” and 
C-A Chief E.E. 

 
Phenix – Emergency OFF Activated 

 
“Support One” verifies AUTO 
functions operate.    
Assist Phenix to determine source of 
fault 

 
“Support One” and 
Phenix Person in Charge 

Phenix – Water Leak Access to IR for major leak “Support One” and 
Phenix Person in Charge 
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