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J10 Dump Bump Power Supply START-UP Check Off List      
 
 

Note 1: 
All personnel involved in working on any electrical system or equipment in the C-A shall be familiar 

with SBMS Subject Area Electrical Safety.  C-A will provide on-site/work specific training to 
individuals in the electrical safety aspects of their job functions and assignments. 

 
 
 
 
 
 
1. Request permission from the C-A Main Control Room Coordinator to energize the J10 Power Supply. [  ] 
 

Note 2: 
Manual operation of any breaker or AC Disconnect Switch and as a requirement to meet C-AD Operating 
Procedure 1.5.3 “Procedure to Open or Close Circuit Breakers, Disconnect Switches, MCC Starters, 
Meter Switches and Connecting/Disconnecting Plugs”.  The Personal Protective Equipment (PPE) must 
be worn by the operator.  Follow the Breaker or AC Disconnect Switch labels for proper PPE 
requirements. 

 
2. Lock all power supply doors and return door Kirk lock key to Power Supply AC Disconnect Switch.  [  ] 
 

Verify that the power supply is clear of all personnel prior to energizing the 120 Vac control power. 
 
3. Energize 120 VAC circuit breaker #5 (J10 UPS PLC) on the RF UPS Distribution panel.  [  ] 
 
4. Place AC disconnect switch in the ON position.       [  ] 
 
5. Verify that the AC volts meter is working.       [  ] 
 
6. Verify that the AC line voltage indicator lights are ON.      [  ] 
 
7. Energize 120 VAC control circuit breaker on the J10 PS.      [  ] 
 
8. Set Local / Remote switch to local.        [  ] 
 
9. Set power supply to Standby and reset all interlocks.      [  ] 
 
10. Set Local / Remote switches to the Remote position.      [  ] 
 
11. Notify the C-A Control Room Coordinator that the J10 power supply is ready for remote operation.   [  ] 
 
12. Log on the J10 Power Supply Logbook that the START-UP procedure has been finished.  [  ] 
 
 
NOTES: 

 
 
 
 
 
 

Completed By: ______________________    Date: ____________ 
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