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12.9 Miran Alarm Response 
 
 
1. Purpose 
 

The purpose of this procedure is to define the sequence of activities required to respond 
to the activation of the Miran(SF6) Alarm. 

 
2. Responsibilities 
 

It is the responsibility of the person or persons executing this procedure to observe all 
safety rules. 

 
3. Prerequisites 
 

The person, or persons executing this procedure, shall have all formal training required of 
a TVDG Operator. 

 
4. Precautions 
 

None 
 
5. Procedure 
 

5.1 Check the Oxygen Monitor Readouts located in the Control Room in Rack 34. 
 

5.2 Check the Miran System Status Panel to determine the area and magnitude of the 
leak. 

 
5.3 As soon as possible and equipped with a Portable Oxygen Monitor, Portable 

Halogen Detector, Personnel Distress Monitor (Life Guard II) and 2-way radio 
proceed to the area of the leak and attempt to identify the exact location and size 
of the leak. 

 
5.3.1 Maintain continuous contact with personnel in the Control Room via 2-

way radio. 
 

5.3.2 If the Portable Oxygen Monitor indicates an Oxygen level less than 
19.5%, Evacuate the Area. 

 
5.4 If possible, repair the leak and document the incident in the Maintenance Log 

Book.  If the leak can not be repaired, enter specific details in the Problem Book 
as well as the Maintenance Log. 
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5.5 If the leak is of significant size, notify the Operations Supervisor - See 

Emergency Notification List.  The Operations Supervisor may deem it necessary 
to pump out the affected volume which may include the accelerator. 

 
5.6 Notification and reporting: 

 
5.6.1 A summary of the preceding events to be entered in the Log Book. 

 
5.6.2 The TVDG ES&H Coordinator shall categorize and if necessary report the 

occurrence in accordance with BNL Occupational Health and Safety 
Guide,  Section 1.1.0 - Occurrence Reporting System.

 
6. Documentation 
 
 Log entries as required. 
 
7. References 
 
 None 
 
8. Attachments 
 
 None 

http://tvdg10.phy.bnl.gov/tvdgopm/10003.htm
https://sbms.bnl.gov/
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